—— STRL. CONC. DECK ABOVE

P.D. FASTENER
TYP. OF 2

STUD BRACING

<+ MTL STUD OR TRACK BRACING

8A

SCALE: I|-172" = |I'-O"

‘ EQ EQ

— VERIFY CONFIGURATION

——NO ANCHORAGE AT MINIMUM
COVERAGE AREAS

SPRAYED FIREFF.'G (WHERE
OCCURS) PATCH IF DAMAGED

PD. EYEBOLT ANCHOR
1172" MINIMUM PENETRATION

SUSPENSION OR BRACE WIRE

T X
WIRE BRACING

(3) MAXIMUM PER EYEBOLT

SCALE: I|-172" = |I'-O"

o

(Y

—

STRUCTURE ABOVE.

3-5/8" METAL STUDS 2 1"
oc W/ /8" TYPE 'X' GYP.
BD. @ EA. SIDE. (GYFP BD.
ONLY TO 4" ABOVE CEILING
GRID.

MTL. BOTTOM TRACK.

CLG. HEIGHT

& 20"

CAULK @ EA. SIDE.

/W " FROSTED TEMPERED GLAZING

CAULK

3/4" METAL BASE "U" CHANNEL
FINISH

CARPET

[RF

FULL HT. WINDOW

SCALE:

I

"= -

f———

[T EXISTING WINDOW SYSTEM -
CONFIG. OF WINDOW SYST. MAY
VARY - VERIFY IN FIELD.

[Z] ALUMINUM END CAP TO

12 n

I
I
I
I
. & I
i : -l.'-[
I
I
I

_—— — — — — — B ————
-—

I

I

I

I

I

I

|

I

I

I

: - |
_______ | p—
el | I

MATCH WINDOW SYSTEM. TAPE

§ FLOAT @ EA. SIDE OF WALL
FOR SMOOTH FINISH.

DO NOT ATTACH PARTITION
TO EXTERIOR MULLION, USE
NEOPRENE ADHESIVE TAPE
ONLY W/CONTINUOUS SEALANT
8 EA. SIDE. TYP.

WALL - S8EE SCHEDULE

[3 ] ALIGN ¢ OF WALL W/ ¢ OF
MULLION (UON.)

IF WALL ANGLES (SEE FPLAN),
PROVIDE 12" CLR FROM FACE
OF WALL TO FACE OF WINDOW
MULLION.

PARTITION @ MULLION

10

SCALE: I|-172" = |I'-O"
FRAMING § PANELS
ARE SHOUN FOR
REFERENCE ONLTY.
GC. TO INSTALL PER

MANUF. RECOMMENDATION.

B/g" TYPE 'X' GTF.
BD. OVER 3 5/8"

20 GA. MTL. STUD

N

FRAMING. PROVIDE
DlAG. BRACING
AS REQUIRED.

-~ A A

1AL
POCKET WIDTH

SUSPENDED
CEILING TILE

+9'-5" AFF. $

" OR AS REQ'D
TO FIT PANELS.
GC. TO VERIFY (E)
CONDITION OF CLG.

LAs REQ'D PER MANUF.

SKYFOLD CLASSIC Bl SERIES.
GC TO PROVIDE STRUCT.
ENGINEERING AND SUPPORT

AS REQUIRED.

ABOVE AND W/ MANUF
FOR POCKET DEPTH

CONTINUCUS
CORNER BEAD,
Y.

SOFFIT @ VERT. PARTITION

11

SCALE: 112" = 1'-O"

"
]

2-172" X 25 GA

3-B/8" X 25 GA
1-5/8" X 20 GA
2-172" X 20 GA.
3-1/2" X 20 GA.

PUBLE STUD SIZE

3-5/8" X 1-3/8" X 20 GA.
(SCREWED TOGETHER @ 16"
oc.

-II-OII
bl_qll
IOI'III
IOI'III
Q-

24'-0"

ATTACH TO CONC. DECK W/

FPOWER DRIVEN IN.

COMP. STRUT. EE TABLE
BELOW.

NO. 12 GA. WIRE IN PLANE OF
EA. RUNNER 2 45° SECURE 2"
5 FROM INTERSECTION.

CROSS RUNNER

ATTACH TO RUNNER W/ 2 # &

SELF TAPPING SM.S
MAIN RUNNER.

SPACING

12'-O" EA. WAY
12'-O" EA. WAY
12'-0" EA. WAY
12'-0" EA. WAY
12'-0" EA. WAY

SPACING
12'-0O" EA. WAY

VERT. COMP. STRUT

0

SCALE: I|-172" = |I'-O"

1

Y

E)

-~

HEADER

e

/

PD. FASTENER @ 32" OC.

MTL. STUD BRAC'G # 8'-0" OC.

W/ 2-PAN HEAD SHT. MTL.
SCREWS TO TOP RUNNER, TYP.

%" TYPE 'X' GYP. BD. TYP.
3 %" MTL. STUDS @ 16" OC.

NON-COMBUST. SYSP. ACCUST.
TEGULAR CEILING TILE.

PREFIN. MTL. TRIM WITH Y%,"
EXPOSED FACE, TYP. EA.
SIDE FLOAT OUT' FOR
SMOOTH FIN.

MTL. BOTTOM TRACK

SCALE:

1-172" = 1'-O"

T.BAR GRIIDF—
=

CONCRETE FILLED MTL. DECK

PATCH FIRE PROCFING TO
SUITE. MAINTAIN FLOOR
RATING WHERE DISLODGED.

18 GA. DEEP LEG CHANNEL

16" LONG W/ MIN. (2) 14"

DIA. x 24" EXP. FASTENERS
INTO CONC. FILLED MTL. DECK
SECURE INTO DECK FLUTES.

(4) #12 FHEMS @ CHANNEL TO

STRUTS (2 EACH SIDE WHEN RUNNING

PERPENDICULAR)
18 GA. MTL STRUT 2 48" OC.

CONTINUOS 25 GA. TOP TRACK NOTCH

TO LET STRUTS PASS.

(2) #12 FHEMS @ EACH SIDE
OF TRACK, TYP.

25 GA.MTL STUDS @ 16" OC.

18 GA. CONTINUOS TRACK

HEADER BRACING

7

SCALE: I|-172" = |I'-O"

FACE OF WALL OR PARTITION

N

8" MAXIMUM

N\

12 GA. SUSPENSION WIRE
9 4'-0" OC. EACH WAY

ANCHORAGE TO WALL AS

7

/ 5
INnmnm

T~

REQD @ 32" OC.

MAIN RUNNER OR CROSS TEE

LAY-IN ACOUS. CLG.
TILE ( TILE PATTERN AS NOTED
ON CLG. PLAN)

WALL CLOSURE ANGLE W/ /8"
LEGS - RIVET EA. RUNNER OR
PROVIDE CROSS TEE TO
ANGLE PROVIDE ADDIT. CLOS.

ANGLES IF REQ'D.

FIXED END

2 TWO ADJACENT
WALLS OR PARTITIONS

CLG @ FIXED END

SCALE: 3" =

1'-o"

/

12 GA. SUSPENSION WIRE @
4'-0" OC. EACH WAY

SEE DETAIL:
-/

12 GA. BRACE WIRE TO EYE

N\Z

<zl

\
\_
1]

SCREW @ WALL OR PARTITION

SLOTTED ANGLE SPACER -
2" x 2" x le GA.
NOTCHED ANGLE

MAIN RUNNER OR CROSS TEE

8"

MAX.

WALL CLOSURE ANGLE WITH /8"
LEGS - NO ATTACHMENT TO
TEES OR RUNNERS

112" CLEAR
LAY-IN ACOUS. PANEL

% FACE OF WALL OR PARTITION

FREE END
2 TWO ADJACENT
WALLS OR PARTITIONS

CLG @ FREE END

2

SCALE: 3" =

1'-o"

12 GA. SUSPENSION WIRE
6 4-0" OC. EACHUAY -/

FASTENER TYP.

TRACK OR ALTERNATE COVER

MAIN RUNNER OR CROSS TEE

LAY-IN ACOUS. TILE

<§ (TILE PATTERN AS NOTED ON
CLG. PLAN)

n

CHANNEL MOLDING

ONLY PROVIDE WHEN CEILING
AREA |5 GREATER THAN 2500
SQUARE FEET.

EXPANSION JOINT

3

SCALE: 3" =

/.

1'-o"

Q CLG. STSTEM SUSPEN,
/ DIRE WITHIN 3" OF EACH

CORNER OF LIGHT FIXT, TYPF.

|

SECTION

O O

LIGHT FIXT. - 5o POUNDS OR
LESS (CONFIG. MAY VARY)

TEE BAR CLIP - (2) AT EA.
END OF LIGHT FIXT.

SUSFENDED ACOUS.
CLG. STYSTEM( TEGULAR
EDGE SHOUN)

SECTION

2 GA. LIGI—IT FIXT. SUSF’EN
WIRE, TYP. OF (2) @ EA.
LIGHT FI><T

NOTE: PROVIDE EXIT ILLUMINATION BY BATTERY BACK-UP BALLAST
LIGHT FIXTURES TO COMPLY W/ 2013 CBC 10062 § 10063

SUSP. LIGHT FIXTURE

4

SCALE:

1-172" = 1'-O"

18" OFPENNING FOR
CONT. RETURN
AIR TRANSFER

<
4 a A" < \ 4
. N [ 2 |
< 4
<
a < 4
a
< 4 4 a 7.4
g < < g
pal .
4 qA < <
{ a4 !

HH

|

V4

S B
e s S-
CLG. LINE | = -

C

i.

L]
| 12 |

12

[13]
[14 ]
[15 ]

7 [&] PROVIDE 6" x6"

SEALANT- CONTINUOUS,
TYP. TYP. EA. SIDE

MTL. BASE RUNNER

3] P. D. FASTENER MAX.
32" OoC. (DRILLED IN
EXPAN. ANCH. 2 24"
OC. IN LTWEIGHT
CONC. APFPLICATIONS)

5/8" TYPE X' GYP. BD.
2 EA. SIDE.

MTL STUDS, SEE FLR
PLAN FOR WALL
LOCATION - SEE
TABLE FOR STUD SIZE,
GAUGE AND SPACING

PREFIN. MTL. TRIM WITH
172" EXPOSED FACE,

TYP. EA. SIDE FLOAT
OUT' FOR SMOOTH FIN.

MTL SLOTTED SEISMIC
I—IEAD RUNNER.

PROVIDE 32 172" SOUND
BATT INSULATION.
FRICTION FIT IN STUD
CAVITY - WHERE
INDICATED ON FLOOR
PLAN

NON-COMBUST. SUSF.
ACOUST. CEILING.

PROVIDE BLANKET
SOUND INSULATION
(ENCAPSULATED IN
PLENUM RATED

AREAS) - ONLY IF AND
WHERE NOTED ON
CEILING LEGEND.

PD. FASTENER @ 32"
ocC.

STRUCTURAL CONC.
DECK ABOVE.

15 | WHERE OCCURS,
PATCH ANY FIRE
PROOCFING DAMAGED
BY NEW CONSTRUCTION
TO MATCH EXISTING.

EXPANDED MTL. MESH
FABRIC AT RETURN
AIR TRANSFER
OFPENING

DEMISING PARTITION

SCALE: 3" = I'-O"

HH

SEE WALL LEGEND.

E!

L1 ]

[14 ]
[15 ]

SEALANT- CONTINUOUS,
TYP. TYP. EA. SIDE

| 2 | MTL. BASE RUNNER

[ 3 | P. D. FASTENER MAX.
32“ ocC. (DRILLED IN
EXPAN. ANCH. 2 24"
OC. IN LTWEIGHT
CONC. APFPLICATIONS)

PART. - SEE FLR PLN.
FOR TYPE

MTL STUDS, SEE FLR
PLAN FOR WALL
LOCATION - SEE
TABLE FOR STUD SIZE,
GAUGE AND SPACING

PREFIN. MTL. TRIM WITH
172" EXPOSED FACE,

TYP. EA. SIDE FLOAT
OUT' FOR SMOOTH FIN.

MTL STUD BRAC'G 2
4'-0" o.C,
ALTERNATING
DIRECTIONS W/ 2- PAN
HEAD SHT MTL
SCREWS TO TORP
RUNNER, TY.

MTL. HEAD RUNNER.

PROVIDE 32 172" SOUND
BATT INSULATION.
FRICTION FIT IN STUD
CAVITY - WHERE
INDICATED ON FLOOR
PLAN

NON-COMBUST. SUSF.
ACOUST. TEGULAR
CEILING TILE NOTCH
TILE @ ANGLE

PROVIDE BLANKET
SOUND INSULATION
(ENCAPSULATED IN
PLENUM RATED
AREAS) - ONLY IF AND
WHERE NOTED ON
CEILING LEGEND.

F’.D. FASTENER, TYP. OF

STRUCTURAL CONC.
DECK ABOVE.

(15 | WHERE OCCURS,
PATCH ANY FIRE
PROOCFING DAMAGED
BY NEW CONSTRUCTION
TO MATCH EXISTING.

ABOVE CLG. PARTITION

SCALE: 3" = I'-O"

A

III

HH

°|

I

[14]

7 15 ]

SEALANT- CONTINUOUS,
TYP. TYP. EA. SIDE

| 2 | MTL. BASE RUNNER

[ 3 | P. D. FASTENER MAX.
32“ ocC. (DRILLED IN
EXPAN. ANCH. 2 24"
OC. IN LTWEIGHT
CONC. APFPLICATIONS)

PART. - SEE FLR PLN.
FOR TYPE

MTL STUDS, SEE FLR
PLAN FOR WALL
LOCATION - SEE
TABLE FOR STUD SIZE,
GAUGE AND SPACING

PREFIN. MTL. TRIM WITH
172" EXPOSED FACE,

TYP. EA. SIDE FLOAT
OUT' FOR SMOOTH FIN.

MTL STUD BRAC'G 2
4'-0" o.C,
ALTERNATING
DIRECTIONS W/ 2- PAN
HEAD SHT MTL
SCREWS TO TORP
RUNNER, TY.

[ & | SOUND CAULK EA.
SIDE 2 ACOUS. PART.

- 9 | MTL. HEAD RUNNER.

(10 | PROVIDE 3 172" SOUND
BATT INSULATION.
FRICTION FIT IN STUD
CAVITY - WHERE
INDICATED ON FLOOR
PLAN

NON-COMBUST. SUSF.
ACOUST. TEGULAR
CEILING TILE NOTCH
TILE @ ANGLE

PROVIDE BLANKET
SOUND INSULATION
(ENCAPSULATED IN
PLENUM RATED
AREAS) - ONLY IF AND
WHERE NOTED ON
CEILING LEGEND.

F’.D. FASTENER, TYP. OF

STRUCTURAL CONC.
DECK ABOVE.

WHERE OCCURS,
PATCH ANY FIRE
PROOCFING DAMAGED
BY NEW CONSTRUCTION
TO MATCH EXISTING.

CEILING HT. PARTITION

SCALE: 3" =

1'-o"

[ 1]
{I; FF.

ONE HOUR PARTITION DESIGN BASED ON:

[5 ]

- 2001 CBC TABLE 120.(2) , ITEM #13-1], §
- GA.FILE # WPI200 ONE HOUR RATED
- UL. DESIGN # U465

1]
[2]
(3]

HH

[13 ]
[14]

[15 ]

SEALANT- CONTINUOUS,
TYP. TYP. EA. SIDE

| 2 | MTL. BASE RUNNER

P. D. FASTENER MAX.
32" OoC. (DRILLED IN
EXPAN. ANCH. 2 24"
OC. IN LTWEIGHT
CONC. APFPLICATIONS)

%" TYPE 'X' GYP. BD.
@ EA. SIDE

MTL STUDS, SEE FLR
PLAN FOR WALL
LOCATION - SEE
TABLE FOR STUD SIZE,
GAUGE AND SPACING

MTL STUD BRAC'G 2
4'-0" o.C,
ALTERNATING
DIRECTIONS W/ 2- PAN
HEAD SHT MTL
SCREWS TO TORP
RUNNER, TY.

MTL. HEAD RUNNER.

PROVIDE 32 172" SOUND
BATT INSULATION.
FRICTION FIT IN STUD
CAVITY - WHERE
INDICATED ON FLOOR
PLAN

NON-COMBUST. SUSF.
ACOUST. TEGULAR
CEILING TILE NOTCH
TILE @ ANGLE

P.D. FASTENER, TYF.
OF 2.

[14 | STRUCTURAL CONC.
DECK ABOVE.

(15 | WHERE OCCURS,
PATCH ANY FIRE
PROOCFING DAMAGED
BY NEW CONSTRUCTION
TO MATCH EXISTING.

FIRE SMOKE DAMPER
W/ SMOKE DETECTOR
AS REQ'D IN
CORRIDOR. BLK §
WRAP W/ % TYPE 'X'
GYP BD. § FIRE TAPE
AS REQ'D. VERIFY
LOCATION W/
MECHANICAL.

ONE HOUR TUNNEL PARTITION

SCALE: 3" = I'-O"

.
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The undersigned architect does not represent that
these plans or the specifications in connection
therewith are suitable, whether or not modified for any
other site than the one for which they were specifically
prepared. The architect disclaims responsibility for
these plans and specifications if they are used in
whole or in part at any other site.

The contractor shall verify and be responsible for all
dimensions and conditions on the job and this office
must be notified in writing of any variation from the
dimensions and conditions shown by these drawings.

This drawing is not final or to be used for construction
until signed by the architect and owner.

All drawings and written material appearing herein
constitute the original and unpublished work of the
Architect and the same may not be duplicated, used or
disclosed without written consent of the Architect.
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